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measured parameter. If a performance
test is required by this subpart for a
control device, the owner or operator
shall use the procedures in either
paragraph (b) or (c) of this section to
establish the parameter monitoring
level(s). If a performance test is not
required by this subpart for a control
device, the owner or operator may use
the procedures in paragraph (b), (c) or
(d) of this section to establish the
parameter monitoring level(s). When
using the procedures specified in
paragraph (c) or (d) of this section, the
owner or operator shall submit the
information specified in
§ 63.1335(e)(3)(vii) for review and
approval as part of the Precompliance
Report.

(1) The owner or operator shall
operate control and recovery devices
such that the daily average of monitored
parameters remains above the minimum
established level or below the maximum
established level, except as otherwise
stated in this subpart.

(2) As specified in § 63.1335(e)(5), all
established levels, along with their
supporting documentation and the
definition of an operating day, shall be
submitted as part of the Notification of
Compliance Status.

(3) Nothing in this section shall be
construed to allow a monitoring
parameter excursion caused by an
activity that violates other applicable
provisions of subpart A, F, G, or H of
this part.

(b) Establishment of parameter
monitoring levels based exclusively on
performance tests. In cases where a
performance test is required by this
subpart, or the owner or operator of the
affected source elects to do a
performance test in accordance with the
provisions of this subpart, and an owner
or operator elects to establish a
parameter monitoring level for a control,
recovery, or recapture device based
exclusively on parameter values
measured during the performance test,
the owner or operator of the affected
source shall comply with the
procedures in paragraphs (b)(1) through
(b)(4) of this section, as applicable.

(1) [Reserved.]
* * * * *

(3) Batch process vents. The
monitoring level(s) shall be established
using the procedures specified in either
paragraph (b)(3)(i) or (b)(3)(ii) of this
section. The procedures specified in this
paragraph (b)(3) may only be used if the
batch emission episodes, or portions
thereof, selected to be controlled were
tested, and monitoring data were
collected, during the entire period in
which emissions were vented to the

control device, as specified in
§ 63.1325(c)(1)(i). If the owner or
operator chose to test only a portion of
the batch emission episode, or portion
thereof, selected to be controlled, the
procedures in paragraph (c) of this
section shall be used.

(i) * * *
(A) The average monitored parameter

value shall be calculated for each batch
emission episode, or portion thereof, in
the batch cycle selected to be controlled.
The average shall be based on all values
measured during the required
performance test.

(B) If the level to be established is a
maximum operating parameter, the level
shall be defined as the minimum of the
average parameter values of the batch
emission episodes, or portions thereof,
in the batch cycle selected to be
controlled (i.e., identify the emission
episode, or portion thereof, which
requires the lowest parameter value in
order to assure compliance. The average
parameter value that is necessary to
assure compliance for that emission
episode, or portion thereof, shall be the
level for all emission episodes, or
portions thereof, in the batch cycle, that
are selected to be controlled).

(C) If the level to be established is a
minimum operating parameter, the level
shall be defined as the maximum of the
average parameter values of the batch
emission episodes, or portions thereof,
in the batch cycle selected to be
controlled (i.e., identify the emission
episode, or portion thereof, which
requires the highest parameter value in
order to assure compliance. The average
parameter value that is necessary to
assure compliance for that emission
episode, or portion thereof, shall be the
level for all emission episodes, or
portions thereof, in the batch cycle, that
are selected to be controlled).

(D) Alternatively, an average
monitored parameter value shall be
calculated for the entire batch cycle
based on all values measured during
each batch emission episode, or portion
thereof, selected to be controlled.

(ii) Instead of establishing a single
level for the batch cycle, as described in
paragraph (b)(3)(i) of this section, an
owner or operator may establish
separate levels for each batch emission
episode, or portion thereof, selected to
be controlled. Each level shall be
determined as specified in paragraph
(b)(3)(i)(A) of this section.
* * * * *

(c) Establishment of parameter
monitoring levels based on performance
tests, supplemented by engineering
assessments and/or manufacturer’s
recommendations. In cases where a

performance test is required by this
subpart, or the owner or operator elects
to do a performance test in accordance
with the provisions of this subpart, and
an owner or operator elects to establish
a parameter monitoring level for a
control, recovery, or recapture device
under this paragraph (c), the owner or
operator shall supplement the parameter
values measured during the
performance test with engineering
assessments and/or manufacturer’s
recommendations. Performance testing
is not required to be conducted over the
entire range of expected parameter
values.

(d) Establishment of parameter
monitoring based on engineering
assessments and/or manufacturer’s
recommendations. In cases where a
performance test is not required by this
subpart and an owner or operator elects
to establish a parameter monitoring
level for a control, recovery, or
recapture device under this paragraph
(d), the determination of the parameter
monitoring level shall be based
exclusively on engineering assessments
and/or manufacturer’s
recommendations.

(e) [Reserved.]
(f) Parameter monitoring excursion

definitions. (1) With respect to storage
vessels (where the applicable
monitoring plan specifies continuous
monitoring), continuous process vents,
aggregate batch vent streams, and
process wastewater streams, an
excursion means any of the three cases
listed in paragraphs (f)(1)(i) through
(f)(1)(iii) of this section. For a control or
recovery device where multiple
parameters are monitored, if one or
more of the parameters meets the
excursion criteria in paragraphs (f)(1)(i)
through (f)(1)(iii) of this section, this is
considered a single excursion for the
control or recovery device. For each
excursion, the owner or operator shall
be deemed out of compliance with the
provisions of this subpart, except as
provided in paragraph (g) of this
section.
* * * * *

(ii) When the period of control or
recovery device operation, with the
exception noted in paragraph (f)(1)(v) of
this section, is 4 hours or greater in an
operating day, and monitoring data are
insufficient, as defined in paragraph
(f)(1)(iv) of this section, to constitute a
valid hour of data for at least 75 percent
of the operating hours.

(iii) When the period of control or
recovery device operation, with the
exception noted in paragraph (f)(1)(v) of
this section, is less than 4 hours in an
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operating day and more than two of the
hours during the period of operation do
not constitute a valid hour of data due
to insufficient monitoring data, as
defined in paragraph (f)(1)(iv) of this
section.
* * * * *

(v) The periods listed in paragraphs
(f)(1)(v)(A) through (f)(1)(v)(E) of this
section are not considered to be part of
the period of control or recovery device
operation, for the purposes of
paragraphs (f)(1)(ii) and (f)(1)(iii) of this
section.

(A) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(B) Start-ups;
(C) Shutdowns;
(D) Malfunctions; or
(E) Periods of non-operation of the

affected source (or portion thereof),
resulting in cessation of the emissions to
which the monitoring applies.

(2) With respect to batch process
vents, an excursion means one of the
two cases listed in paragraphs (f)(2)(i)
and (f)(2)(ii) of this section. For a
control device where multiple
parameters are monitored, if one or
more of the parameters meets the
excursion criteria in either paragraph
(f)(2)(i) or (f)(2)(ii) of this section, this is
considered a single excursion for the
control device. For each excursion, the
owner or operator shall be deemed out
of compliance with the provisions of
this subpart, except as provided in
paragraph (g) of this section.
* * * * *

(ii) When monitoring data are
insufficient for an operating day.
Monitoring data shall be considered
insufficient when measured values are
not available for at least 75 percent of
the 15-minute periods when batch
emission episodes selected to be
controlled are being vented to the
control device during the operating day,
using the procedures specified in
paragraphs (f)(2)(ii)(A) through
(f)(2)(ii)(D) of this section.

(A) Determine the total amount of
time during the operating day when
batch emission episodes selected to be
controlled are being vented to the
control device.

(B) Subtract the time during the
periods listed in paragraphs
(f)(2)(ii)(B)(1) through (f)(2)(ii)(B)(4) of
this section from the total amount of
time determined in paragraph
(f)(2)(ii)(A) of this section, to obtain the
operating time used to determine if
monitoring data are insufficient.

(1) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(2) Start-ups;
(3) Shutdowns; or
(4) Malfunctions.
(C) Determine the total number of 15-

minute periods in the operating time
used to determine if monitoring data are
insufficient, as was determined in
accordance with paragraph (f)(2)(ii)(B)
of this section.

(D) If measured values are not
available for at least 75 percent of the
total number of 15-minute periods
determined in paragraph (f)(2)(ii)(C) of
this section, the monitoring data are
insufficient for the operating day.

(3) For storage vessels where the
applicable monitoring plan does not
specify continuous monitoring, an
excursion is defined in paragraph
(f)(3)(i) or (ii) of this section, as
applicable. For a control or recovery
device where multiple parameters are
monitored, if one or more of the
parameters meets the excursion criteria,
this is considered a single excursion for
the control or recovery device. For each
excursion, the owner or operator shall
be deemed out of compliance with the
provisions of this subpart, except as
provided in paragraph (g) of this
section.

(i) If the monitoring plan specifies
monitoring a parameter and recording
its value at specific intervals (such as
every 15 minutes or every hour), either
of the cases listed in paragraph
(f)(3)(i)(A) or (f)(3)(i)(B) of this section is
considered a single excursion for the
control device. For each excursion, the
owner or operator shall be deemed out
of compliance with the provisions of
this subpart, except as provided in
paragraph (g) of this section.

(A) When the average value of one or
more parameters, averaged over the
duration of the filling period for the
storage vessel, is above the maximum
level or below the minimum level
established for the given parameters.

(B) When monitoring data are
insufficient. Monitoring data shall be
considered insufficient when measured
values are not available for at least 75
percent of the specific intervals at
which parameters are to be monitored
and recorded, according to the storage
vessel’s monitoring plan, during the
filling period for the storage vessel.

(ii) If the monitoring plan does not
specify monitoring a parameter and
recording its value at specific intervals
(for example, if the relevant operating
requirement is to exchange a disposable
carbon canister before expiration of its
rated service life), the monitoring plan
shall define an excursion in terms of the
relevant operating requirement.

(4) With respect to continuous process
vents complying with the mass

emissions per mass product
requirements specified in
§ 63.1316(b)(1)(i)(A), (b)(1)(ii), (b)(2)(i),
(b)(2)(ii), or (c)(1)(i), an excursion has
occurred when the mass emission rate
calculated as specified in § 63.1318(c)
exceeds the appropriate mass emissions
per mass product requirement. For each
excursion, the owner or operator shall
be deemed out of compliance with the
provisions of this subpart, except as
provided in paragraph (g) of this
section.

(5) With respect to continuous process
vents complying with the temperature
limits for final condensers specified in
§ 63.1316(b)(1)(i)(B) or (c)(1)(ii), an
excursion has occurred when the daily
average exit temperature exceeds the
appropriate condenser temperature
limit. For each excursion, the owner or
operator shall be deemed out of
compliance with the provisions of this
subpart, except as provided in
paragraph (g) of this section. The
periods listed in paragraphs (f)(5)(i)
through (f)(5)(v) of this section are not
considered to be part of the period of
operation for the condenser for purposes
of determining the daily average exit
temperature.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions; or
(v) Periods of non-operation of the

affected source (or portion thereof),
resulting in cessation of the emissions to
which the monitoring applies.

(6) With respect to new affected
sources producing SAN using a batch
process, an excursion has occurred
when the percent reduction calculated
using the procedures specified in
§ 63.1333(c) is less than 84 percent. For
each excursion, the owner or operator
shall be deemed out of compliance with
the provisions of this subpart, except as
provided in paragraph (g) of this
section. The periods listed in
paragraphs (f)(6)(i) through (f)(6)(v) of
this section are not considered to be part
of the period of control or recovery
device operation for purposes of
determining the percent reduction.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions; or
(v) Periods of non-operation of the

affected source (or portion thereof),
resulting in cessation of the emissions to
which the monitoring applies.

(7) With respect to continuous process
vents complying with the mass
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emissions per mass product requirement
specified in § 63.1315(b)(2), an
excursion has occurred when the mass
emission rate calculated as specified in
§ 63.1333(b) exceeds the mass emissions
per mass product requirement specified
in § 63.1315(b)(2). For each excursion,
the owner or operator shall be deemed
out of compliance with the provisions of
this subpart, except as provided in
paragraph (g) of this section.
* * * * *

53. Section 63.1335 is amended by:
a. Revising paragraph (a);
b. Revising paragraph (b)(1)

introductory text;
c. Revising paragraph (b)(1)(i)

introductory text;
d. Revising paragraphs (b)(1)(i)(A)

through (b)(1)(i)(C);
e. Revising paragraph (b)(1)(ii);
f. Revising paragraph (b)(2);
g. Revising paragraph (d) introductory

text;
h. Revising paragraph (d)(2);
i. Revising paragraph (d)(3);
j. Revising paragraphs (d)(6) through

(d)(9);
k. Revising paragraph (e) introductory

text;
l. Revising paragraphs (e)(1) through

(e)(3);
m. Revising paragraph (e)(4)

introductory text;
n. Revising paragraph (e)(4)(i);
o. Revising paragraph (e)(4)(ii)

introductory text;
p. Revising paragraph (e)(4)(ii)(B);
q. Revising paragraph (e)(4)(ii)(D);
r. Revising paragraph (e)(4)(ii)(F)(2);
s. Revising paragraphs (e)(4)(ii)(F)(4)

and (e)(4)(ii)(F)(5);
t. Revising paragraph (e)(4)(ii)(H)(2);
u. Revising paragraph (e)(4)(ii)(J)(2);
v. Revising paragraph (e)(4)(ii)(L)(2);
w. Revising paragraph (e)(4)(ii)(N);
x. Revising paragraphs (e)(4)(iii) and

(e)(4)(iv) introductory text;
y. Revising paragraph (e)(4)(iv)(A)

introductory text;
z. Revising paragraph (e)(4)(iv)(B)

introductory text;
aa. Revising paragraph (e)(4)(iv)(C);
bb. Revising paragraph (e)(5)

introductory text;
cc. Revising paragraph (e)(5)(i)

introductory text;
dd. Revising paragraph (e)(5)(i)(A);
ee. Revising paragraph (e)(5)(ii)

introductory text;
ff. Revising paragraph (e)(5)(iv);
gg. Revising paragraphs (e)(5)(vi)

through (e)(5)(viii);
hh. Revising paragraph (e)(6)

introductory text;
jj. Revising paragraphs (e)(6)(i) and

(e)(6)(ii);
kk. Revising paragraph (e)(6)(iii)(B);

ll. Revising paragraph (e)(6)(iii)(D)
introductory text;

mm. Revising paragraphs
(e)(6)(iii)(D)(2) and (e)(6)(iii)(D)(3);

nn. Revising paragraph (e)(6)(iv);
oo. Revising paragraph (e)(6)(v)(B);
pp. Revising paragraphs (e)(6)(vi)

through (e)(6)(xi);
qq. Revising paragraph (e)(7)

introductory text;
rr. Revising paragraph (e)(7)(ii);
ss. Revising paragraph (e)(8)

introductory text;
tt. Revising paragraphs (e)(8)(i) and

(e)(8)(ii);
uu. Revising paragraph (f)

introductory text;
vv. Revising paragraph (f)(3)

introductory text;
ww. Revising paragraph (g)

introductory text;
xx. Revising paragraph (g)(3)

introductory text;
yy. Revising paragraph (g)(3)(i)(A);
zz. Revising paragraph (g)(4);
aaa. Revising paragraph (h)

introductory text;
bbb. Revising paragraph (h)(1)

introductory text;
ccc. Revising paragraph (h)(1)(ii)(B);
ddd. Revising paragraph (h)(1)(iv);
eee. Revising paragraph (h)(1)(vi)

introductory text;
fff. Revising paragraphs (h)(1)(vi)(B)

and (h)(1)(vi)(C);
ggg. Revising paragraph (h)(2)(i);
hhh. Revising paragraph (h)(2)(iii);
iii. Removing paragraph (b)(1)(i)(D);
jjj. Removing paragraph (d)(10);
kkk. Removing paragraph (e)(8)(iii);
lll. Removing and reserving paragraph

(c);
mmm. Removing and reserving

paragraph (d)(4) and (d)(5);
nnn. Removing and reserving

paragraphs (e)(6)(iii)(C);
ooo. Adding paragraphs (e)(5)(ix)

through (e)(5)(xi);
ppp. Adding paragraph

(e)(6)(iii)(D)(4);
qqq. Adding paragraph (e)(6)(xii);
rrr. Adding paragraphs (e)(7)(iii) and

(e)(7)(iv); and
sss. Adding paragraph (h)(1)(vi)(D).
The revisions and additions read as

follows:

§ 63.1335 General recordkeeping and
reporting provisions.

(a) Data retention. Unless otherwise
specified in this subpart, the owner or
operator of an affected source shall keep
copies of all applicable records and
reports required by this subpart for at
least 5 years, as specified in paragraph
(a)(1) of this section, with the exception
listed in paragraph (a)(2) of this section.

(1) All applicable records shall be
maintained in such a manner that they

can be readily accessed. The most recent
6 months of records shall be retained on
site or shall be accessible from a central
location by computer or other means
that provides access within 2 hours after
a request. The remaining 4 and one-half
years of records may be retained offsite.
Records may be maintained in hard
copy or computer-readable form
including, but not limited to, on paper,
microfilm, computer, floppy disk,
magnetic tape, or microfiche.

(2) If an owner or operator submits
copies of reports to the appropriate EPA
Regional Office, the owner or operator is
not required to maintain copies of
reports. If the EPA Regional Office has
waived the requirement of
§ 63.10(a)(4)(ii) for submittal of copies of
reports, the owner or operator is not
required to maintain copies of those
reports.

(b) * * *
(1) Start-up, shutdown, and

malfunction plan. The owner or
operator of an affected source shall
develop and implement a written start-
up, shutdown, and malfunction plan as
specified in § 63.6(e)(3). This plan shall
describe, in detail, procedures for
operating and maintaining the affected
source during periods of start-up,
shutdown, and malfunction and a
program for corrective action for
malfunctioning process and air
pollution control equipment used to
comply with this subpart. Inclusion of
Group 2 emission points is not required,
unless these points are included in an
emissions average. For equipment leaks
(subject to § 63.1331), the start-up,
shutdown, and malfunction plan
requirement is limited to control
devices and is optional for other
equipment. For equipment leaks, the
start-up, shutdown, and malfunction
plan may include written procedures
that identify conditions that justify a
delay of repair. A provision for ceasing
to collect, during a start-up, shutdown,
or malfunction, monitoring data that
would otherwise be required by the
provisions of this subpart may be
included in the start-up, shutdown, and
malfunction plan only if the owner or
operator has demonstrated to the
Administrator, through the
Precompliance Report or a supplement
to the Precompliance Report, that the
monitoring system would be damaged
or destroyed if it were not shut down
during the start-up, shutdown, or
malfunction. The affected source shall
keep the start-up, shutdown, and
malfunction plan on-site. Records
associated with the plan shall be kept as
specified in paragraphs (b)(1)(i)(A)
through (b)(1)(i)(C) of this section.
Reports related to the plan shall be
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submitted as specified in paragraph
(b)(1)(ii) of this section.

(i) Records of start-up, shutdown, and
malfunction. The owner or operator
shall keep the records specified in
paragraphs (b)(1)(i)(A) through
(b)(1)(i)(C) of this section.

(A) Records of the occurrence and
duration of each start-up, shutdown,
and malfunction of operation of process
equipment or control devices or
recovery devices or continuous
monitoring systems used to comply
with this subpart during which excess
emissions (as defined in § 63.1310(j)(4))
occur.

(B) For each start-up, shutdown, or
malfunction during which excess
emissions (as defined in § 63.1310(j)(4))
occur, records reflecting whether the
procedures specified in the affected
source’s start-up, shutdown, and
malfunction plan were followed, and
documentation of actions taken that are
not consistent with the plan. For
example, if a start-up, shutdown, and
malfunction plan includes procedures
for routing a control device to a backup
control device, records shall be kept of
whether the plan was followed. These
records may take the form of a
‘‘checklist,’’ or other form of
recordkeeping that confirms
conformance with the start-up
shutdown, and malfunction plan for the
event.

(C) Records specified in paragraphs
(b)(1)(i)(A) through (b)(1)(i)(B) of this
section are not required if they pertain
solely to Group 2 emission points that
are not included in an emissions
average.

(ii) Reports of start-up, shutdown, and
malfunction. For the purposes of this
subpart, the semiannual start-up,
shutdown, and malfunction reports
shall be submitted on the same schedule
as the Periodic Reports required under
paragraph (e)(6) of this section instead
of being submitted on the schedule
specified in § 63.10(d)(5)(i). The reports
shall include the information specified
in § 63.10(d)(5)(i).

(2) Application for approval of
construction or reconstruction. For new
affected sources, each owner or operator
shall comply with the provisions in
§ 63.5 regarding construction and
reconstruction, excluding the provisions
specified in § 63.5(d)(1)(ii)(H), (d)(1)(iii),
(d)(2), and (d)(3)(ii).

(c) [Reserved.]
(d) Recordkeeping and

documentation. Owners or operators
required to keep continuous records
shall keep records as specified in
paragraphs (d)(1) through (d)(7) of this
section, unless an alternative
recordkeeping system has been

requested and approved as specified in
paragraph (g) of this section, and except
as provided in paragraph (h) of this
section. If a monitoring plan for storage
vessels pursuant to § 63.1314(a)(9)
requires continuous records, the
monitoring plan shall specify which
provisions, if any, of paragraphs (d)(1)
through (d)(7) of this section apply. As
described in § 63.1314(a)(9), certain
storage vessels are not required to keep
continuous records as specified in this
paragraph. Owners and operators of
such storage vessels shall keep records
as specified in the monitoring plan
required by § 63.1314(a)(9). Paragraphs
(d)(8) and (d)(9) of this section specify
documentation requirements.
* * * * *

(2) The owner or operator shall record
either each measured data value or
block average values for 1 hour or
shorter periods calculated from all
measured data values during each
period. If values are measured more
frequently than once per minute, a
single value for each minute may be
used to calculate the hourly (or shorter
period) block average instead of all
measured values. Owners or operators
of batch process vents shall record each
measured data value.

(3) Daily average (or batch cycle daily
average) values of each continuously
monitored parameter shall be calculated
for each operating day as specified in
paragraphs (d)(3)(i) through (d)(3)(ii) of
this section, except as specified in
paragraphs (d)(6) and (d)(7) of this
section.

(i) The daily average value or batch
cycle daily average shall be calculated
as the average of all parameter values
recorded during the operating day,
except as specified in paragraph (d)(7)
of this section. For batch process vents,
as specified in § 63.1326(e)(2)(i), only
parameter values measured during those
batch emission episodes, or portions
thereof, in the batch cycle that the
owner or operator has chosen to control
shall be used to calculate the average.
The calculated average shall cover a 24-
hour period if operation is continuous,
or the number of hours of operation per
operating day if operation is not
continuous.

(ii) The operating day shall be the
period the owner or operator specifies
in the operating permit or the
Notification of Compliance Status for
purposes of determining daily average
values or batch cycle daily average
values of monitored parameters.

(4) [Reserved]
(5) [Reserved]
(6) Records required when all

recorded values are within the

established limits. If all recorded values
for a monitored parameter during an
operating day are above the minimum
level or below the maximum level
established in the Notification of
Compliance Status or operating permit,
the owner or operator may record that
all values were above the minimum
level or below the maximum level rather
than calculating and recording a daily
average (or batch cycle daily average) for
that operating day.

(7) Monitoring data recorded during
periods identified in paragraphs (d)(7)(i)
through (d)(7)(v) of this section shall not
be included in any average computed
under this subpart. Records shall be
kept of the times and durations of all
such periods and any other periods
during process or control device or
recovery device operation when
monitors are not operating.

(i) Monitoring system breakdowns,
repairs, calibration checks, and zero
(low-level) and high-level adjustments;

(ii) Start-ups;
(iii) Shutdowns;
(iv) Malfunctions;
(v) Periods of non-operation of the

affected source (or portion thereof),
resulting in cessation of the emissions to
which the monitoring applies.

(8) For continuous monitoring
systems used to comply with this
subpart, records documenting the
completion of calibration checks, and
records documenting the maintenance
of continuous monitoring systems that
are specified in the manufacturer’s
instructions or that are specified in
other written procedures that provide
adequate assurance that the equipment
would reasonably be expected to
monitor accurately.

(9) The owner or operator of an
affected source granted a waiver under
§ 63.10(f) shall maintain the
information, if any, specified by the
Administrator as a condition of the
waiver of recordkeeping or reporting
requirements.

(e) Reporting and notification. In
addition to the reports and notifications
required by subpart A of this part as
specified in Table 1 of this subpart, the
owner or operator of an affected source
shall prepare and submit the reports
listed in paragraphs (e)(3) through (e)(8)
of this section, as applicable. All reports
required by this subpart, and the
schedule for their submittal, are listed
in Table 9 of this subpart.

(1) Owners and operators shall not be
in violation of the reporting
requirements of this subpart for failing
to submit information required to be
included in a specified report if the
owner or operator meets the
requirements in paragraphs (e)(1)(i)
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through (e)(1)(iii) of this section.
Examples of circumstances where this
paragraph may apply include
information related to newly-added
equipment or emission points, changes
in the process, changes in equipment
required or utilized for compliance with
the requirements of this subpart, or
changes in methods or equipment for
monitoring, recordkeeping, or reporting.

(i) The information was not known in
time for inclusion in the report specified
by this subpart;

(ii) The owner or operator has been
diligent in obtaining the information;
and

(iii) The owner or operator submits a
report according to the provisions of
paragraphs (e)(1)(iii)(A) through
(e)(1)(iii)(C) of this section.

(A) If this subpart expressly provides
for supplements to the report in which
the information is required, the owner
or operator shall submit the information
as a supplement to that report. The
information shall be submitted no later
than 60 days after it is obtained, unless
otherwise specified in this subpart.

(B) If this subpart does not expressly
provide for supplements, but the owner
or operator must submit a request for
revision of an operating permit pursuant
to part 70 or part 71, due to
circumstances to which the information
pertains, the owner or operator shall
submit the information with the request
for revision to the operating permit.

(C) In any case not addressed by
paragraph (e)(1)(iii)(A) or (e)(1)(iii)(B) of
this paragraph, the owner or operator
shall submit the information with the
first Periodic Report, as required by this
subpart, which has a submission
deadline at least 60 days after the
information is obtained.

(2) All reports required under this
subpart shall be sent to the
Administrator at the appropriate
address listed in § 63.13. If acceptable to
both the Administrator and the owner or
operator of an affected source, reports
may be submitted on electronic media.

(3) Precompliance Report. Owners or
operators of affected sources requesting
an extension for compliance; requesting
approval to use alternative monitoring
parameters, alternative continuous
monitoring and recordkeeping, or
alternative controls; requesting approval
to use engineering assessment to
estimate emissions from a batch
emissions episode, as described in
§ 63.1323(b)(6)(i)(C); wishing to
establish parameter monitoring levels
according to the procedures contained
in § 63.1334(c) or (d); or requesting
approval to incorporate a provision for
ceasing to collect monitoring data,
during a start-up, shutdown, or

malfunction, into the start-up,
shutdown, and malfunction plan, when
that monitoring equipment would be
damaged if it did not cease to collect
monitoring data, as permitted under
§ 63.1310(j)(3), shall submit a
Precompliance Report according to the
schedule described in paragraph (e)(3)(i)
of this section. The Precompliance
Report shall contain the information
specified in paragraphs (e)(3)(ii) through
(e)(3)(viii) of this section, as
appropriate.

(i) Submittal dates. The
Precompliance Report shall be
submitted to the Administrator no later
than December 19, 2000. If a
Precompliance Report was submitted
prior to June 19, 2000 and no changes
need to be made to that Precompliance
Report, the owner or operator shall re-
submit the earlier report or submit
notification that the previously
submitted report is still valid. Unless
the Administrator objects to a request
submitted in the Precompliance Report
within 45 days after its receipt, the
request shall be deemed approved. For
new affected sources, the Precompliance
Report shall be submitted to the
Administrator with the application for
approval of construction or
reconstruction required in paragraph
(b)(2) of this section. Supplements to the
Precompliance Report may be submitted
as specified in paragraph (e)(3)(ix) of
this section.

(ii) A request for an extension for
compliance, as specified in § 63.1311(e),
may be submitted in the Precompliance
Report. The request for a compliance
extension shall include the data
outlined in § 63.6(i)(6)(i)(A), (B), and
(D), as required in § 63.1311(e)(1).

(iii) The alternative monitoring
parameter information required in
paragraph (f) of this section shall be
submitted in the Precompliance Report
if, for any emission point, the owner or
operator of an affected source seeks to
comply through the use of a control
technique other than those for which
monitoring parameters are specified in
this subpart or in subpart G of this part
or seeks to comply by monitoring a
different parameter than those specified
in this subpart or in subpart G of this
part.

(iv) If the affected source seeks to
comply using alternative continuous
monitoring and recordkeeping as
specified in paragraph (g) of this
section, the owner or operator shall
submit a request for approval in the
Precompliance Report.

(v) The owner or operator shall report
the intent to use alternative controls to
comply with the provisions of this
subpart in the Precompliance Report.

The Administrator may deem
alternative controls to be equivalent to
the controls required by the standard,
under the procedures outlined in
§ 63.6(g).

(vi) If a request for approval to use
engineering assessment to estimate
emissions from a batch emissions
episode, as described in
§ 63.1323(b)(6)(i)(C) is being made, the
information required by
§ 63.1323(b)(6)(iii)(B) shall be submitted
in the Precompliance Report.

(vii) If an owner or operator
establishes parameter monitoring levels
according to the procedures contained
in § 63.1334(c) or (d), the following
information shall be submitted in the
Precompliance Report:

(A) Identification of which procedures
(i.e., § 63.1334(c) or (d)) are to be used;
and

(B) A description of how the
parameter monitoring level is to be
established. If the procedures in
§ 63.1334(c) are to be used, a description
of how performance test data will be
used shall be included.

(viii) If the owner or operator is
requesting approval to incorporate a
provision for ceasing to collect
monitoring data, during a start-up,
shutdown, or malfunction, into the
start-up, shutdown, and malfunction
plan, when that monitoring equipment
would be damaged if it did not cease to
collect monitoring data, the information
specified in paragraphs (e)(3)(viii)(A)
and (B) shall be supplied in the
Precompliance Report or in a
supplement to the Precompliance
Report. The Administrator shall
evaluate the supporting documentation
and shall approve the request only if, in
the Administrator’s judgment, the
specific monitoring equipment would
be damaged by the contemporaneous
start-up, shutdown, or malfunction.

(A) Documentation supporting a claim
that the monitoring equipment would be
damaged by the contemporaneous start-
up, shutdown, or malfunction; and

(B) A request to incorporate such a
provision for ceasing to collect
monitoring data during a start-up,
shutdown, or malfunction, into the
start-up, shutdown, and malfunction
plan.

(ix) Supplements to the
Precompliance Report may be submitted
as specified in paragraphs (e)(3)(ix)(A)
or (e)(3)(ix)(B) of this section. Unless the
Administrator objects to a request
submitted in a supplement to the
Precompliance Report within 45 days
after its receipt, the request shall be
deemed approved.

(A) Supplements to the
Precompliance Report may be submitted
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to clarify or modify information
previously submitted.

(B) Supplements to the Precompliance
Report may be submitted to request
approval to use alternative monitoring
parameters, as specified in paragraph
(e)(3)(iii) of this section; to use
alternative continuous monitoring and
recordkeeping, as specified in paragraph
(e)(3)(iv) of this section; to use
alternative controls, as specified in
paragraph (e)(3)(v) of this section; to use
engineering assessment to estimate
emissions from a batch emissions
episode, as specified in paragraph
(e)(3)(vi) of this section; to establish
parameter monitoring levels according
to the procedures contained in
§ 63.1334(c) or (d), as specified in
paragraph (e)(3)(vii) of this section; or to
include a provision for ceasing to collect
monitoring data during a start-up,
shutdown, or malfunction, in the start-
up, shutdown, and malfunction plan,
when that monitoring equipment would
be damaged if it did not cease to collect
monitoring data, as specified in
paragraph (e)(3)(viii) of this section.

(4) Emissions Averaging Plan. For all
existing affected sources using
emissions averaging, an Emissions
Averaging Plan shall be submitted for
approval according to the schedule and
procedures described in paragraph
(e)(4)(i) of this section. The Emissions
Averaging Plan shall contain the
information specified in paragraph
(e)(4)(ii) of this section, unless the
information required in paragraph
(e)(4)(ii) of this section is submitted
with an operating permit application.
An owner or operator of an affected
source who submits an operating permit
application instead of an Emissions
Averaging Plan shall submit the
information specified in paragraph (e)(8)
of this section. In addition, a
supplement to the Emissions Averaging
Plan, as required under paragraph
(e)(4)(iii) of this section, is to be
submitted whenever additional
alternative controls or operating
scenarios may be used to comply with
this subpart. Updates to the Emissions
Averaging Plan shall be submitted in
accordance with paragraph (e)(4)(iv) of
this section.

(i) Submittal and approval. The
Emissions Averaging Plan shall be
submitted no later than September 19,
2000, and it is subject to Administrator
approval. If an Emissions Averaging
Plan was submitted prior to June 19,
2000 and no changes need to be made
to that Emissions Averaging Plan, the
owner or operator shall re-submit the
earlier plan or submit notification that
the previously submitted plan is still
valid. The Administrator shall

determine within 120 days whether the
Emissions Averaging Plan submitted
presents sufficient information. The
Administrator shall either approve the
Emissions Averaging Plan, request
changes, or request that the owner or
operator submit additional information.
Once the Administrator receives
sufficient information, the
Administrator shall approve,
disapprove, or request changes to the
plan within 120 days.

(ii) Information required. The
Emissions Averaging Plan shall contain
the information listed in paragraphs
(e)(4)(ii)(A) through (e)(4)(ii)(N) of this
section for all emission points included
in an emissions average.
* * * * *

(B) The required information shall
include the projected emission debits
and credits for each emission point and
the sum for the emission points
involved in the average calculated
according to § 63.1332. The projected
credits shall be greater than or equal to
the projected debits, as required under
§ 63.1332(e)(3).
* * * * *

(D) The required information shall
include the specific identification of
each emission point affected by a
pollution prevention measure. To be
considered a pollution prevention
measure, the criteria in § 63.1332(j)(1)
shall be met. If the same pollution
prevention measure reduces or
eliminates emissions from multiple
emission points in the average, the
owner or operator shall identify each of
these emission points.
* * * * *

(F) * * *
(2) The required documentation shall

include the estimated values of all
parameters needed for input to the
emission debit and credit calculations
in § 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable
operating conditions. Changes to these
parameters shall be reported as required
by paragraph (e)(4)(iv) of this section.
* * * * *

(4) The required documentation shall
include the anticipated nominal
efficiency if a control technology
achieving a greater percent emission
reduction than the efficiency of the
reference control technology is or will
be applied to the emission point. The
procedures in § 63.1332(i) shall be
followed to apply for a nominal
efficiency, and the report specified in
paragraph (e)(7)(ii) of this section shall
be submitted with the Emissions

Averaging Plan as specified in
paragraph (e)(7)(ii)(A) of this section.

(5) The required documentation shall
include the monitoring plan specified in
§ 63.122(b), to include the information
specified in § 63.120(d)(2)(i) and in
either § 63.120(d)(2)(ii) or (d)(2)(iii) for
each storage vessel controlled with a
closed-vent system using a control
device other than a flare.
* * * * *

(H) * * *
(2) The required documentation shall

include the estimated values of all
parameters needed for input to the
emission debit and credit calculations
in § 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable
operating conditions. Changes to these
parameters shall be reported as required
by paragraph (e)(4)(iv) of this section.
* * * * *

(J) * * *
(2) The required documentation shall

include the estimated values of all
parameters needed for input to the
emission debit and credit calculations
in § 63.1332(g) and (h). These parameter
values shall be specified in the affected
source’s Emissions Averaging Plan (or
operating permit) as enforceable
operating conditions. Changes to these
parameters shall be reported as required
by paragraph (e)(4)(iv) of this section.
* * * * *

(L) * * *
(2) The required documentation shall

include the estimated values of all
parameters needed for input to the
wastewater emission credit and debit
calculations in § 63.1332(g) and (h).
These parameter values shall be
specified in the affected source’s
Emissions Averaging Plan (or operating
permit) as enforceable operating
conditions. Changes to these parameters
shall be reported as required by
paragraph (e)(4)(iv) of this section.
* * * * *

(N) The required information shall
include documentation of the data
required by § 63.1332(k). The
documentation shall demonstrate that
the emissions from the emission points
proposed to be included in the average
will not result in greater hazard or, at
the option of the Administrator, greater
risk to human health or the environment
than if the emission points were not
included in an emissions average.

(iii) Supplement to Emissions
Averaging Plan. The owner or operator
required to prepare an Emissions
Averaging Plan under paragraph (e)(4)
of this section shall also prepare a
supplement to the Emissions Averaging
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Plan for any additional alternative
controls or operating scenarios that may
be used to achieve compliance.

(iv) Updates to Emissions Averaging
Plan. The owner or operator of an
affected source required to submit an
Emissions Averaging Plan under
paragraph (e)(4) of this section shall also
submit written updates of the Emissions
Averaging Plan to the Administrator for
approval under the circumstances
described in paragraphs (e)(4)(iv)(A)
through (e)(4)(iv)(C) of this section
unless the relevant information has been
included and submitted in an operating
permit application or amendment.

(A) The owner or operator who plans
to make a change listed in either
paragraph (e)(4)(iv)(A)(1) or
(e)(4)(iv)(A)(2) of this section shall
submit an Emissions Averaging Plan
update at least 120 days prior to making
the change.
* * * * *

(B) The owner or operator who has
made a change as defined in paragraph
(e)(4)(iv)(B)(1) or (e)(4)(iv)(B)(2) of this
section shall submit an Emissions
Averaging Plan update within 90 days
after the information regarding the
change is known to the affected source.
The update may be submitted in the
next quarterly periodic report if the
change is made after the date the
Notification of Compliance Status is
due.
* * * * *

(C) The Administrator shall approve
or request changes to the Emissions
Averaging Plan update within 120 days
of receipt of sufficient information
regarding the change for emission points
included in emissions averages.

(5) Notification of Compliance Status.
For existing and new affected sources, a
Notification of Compliance Status shall
be submitted. For equipment leaks
subject to § 63.1331, the owner or
operator shall submit the information
required in § 63.182(c) in the
Notification of Compliance Status
within 150 days after the first applicable
compliance date for equipment leaks in
the affected source, and an update shall
be provided in the first Periodic Report
that is due at least 150 days after each
subsequent applicable compliance date
for equipment leaks in the affected
source. For all other emission points,
including heat exchange systems, the
Notification of Compliance Status shall
contain the information listed in
paragraphs (e)(5)(i) through (e)(5)(xi) of
this section, as applicable, and shall be
submitted no later than 150 days after
the compliance dates specified in this
subpart.

(i) The results of any emission point
group determinations, process section
applicability determinations,
performance tests, inspections,
continuous monitoring system
performance evaluations, any other
information used to demonstrate
compliance, values of monitored
parameters established during
performance tests, and any other
information required to be included in
the Notification of Compliance Status
under §§ 63.1311(m), 63.122, and
63.1314 for storage vessels, § 63.117 for
continuous process vents, § 63.146 for
process wastewater, §§ 63.1316 through
63.1320 for continuous process vents
subject to § 63.1316, § 63.1327 for batch
process vents, § 63.1329 for process
contact cooling towers, and § 63.1332
for emission points included in an
emissions average. In addition, the
owner or operator of an affected source
shall comply with paragraph (e)(5)(i)(A)
and (e)(5)(i)(B) of this section.

(A) For performance tests, group
determinations, and process section
applicability determinations that are
based on measurements, the
Notification of Compliance Status shall
include one complete test report, as
described in paragraph (e)(5)(i)(B) of
this section, for each test method used
for a particular kind of emission point.
For additional tests performed for the
same kind of emission point using the
same method, the results and any other
information, from the test report, that is
requested on a case-by-case basis by the
Administrator shall be submitted, but a
complete test report is not required.
* * * * *

(ii) For each monitored parameter for
which a maximum or minimum level is
required to be established under
§ 63.114(e) for continuous process vents,
§ 63.1324 for batch process vents and
aggregate batch vent streams, § 63.143(f)
for process wastewater, § 63.1332(m) for
emission points in emissions averages,
paragraph (e)(8) of this section, or
paragraph (f) of this section, the
Notification of Compliance Status shall
contain the information specified in
paragraphs (e)(5)(ii)(A) through
(e)(5)(ii)(D) of this section, unless this
information has been established and
provided in the operating permit
application. Further, as described in
§ 63.1314(a)(9), for those storage vessels
for which the monitoring plan required
by § 63.1314(a)(9) specifies compliance
with the provisions of § 63.1334, the
owner or operator shall provide the
information specified in paragraphs
(e)(5)(ii)(A) through (e)(5)(ii)(D) of this
section for each monitored parameter,
unless this information has been

established and provided in the
operating permit application. For those
storage vessels for which the monitoring
plan required by § 63.1314(a)(9) does
not require compliance with the
provisions of § 63.1334, the owner or
operator shall provide the information
specified in § 63.120(d)(3) as part of the
Notification of Compliance Status,
unless this information has been
established and provided in the
operating permit application.
* * * * *

(iv) The determination of applicability
for flexible operation units as specified
in § 63.1310(f).
* * * * *

(vi) The results for each predominant
use determination made under
§ 63.1310(g), for storage vessels assigned
to an affected source subject to this
subpart.

(vii) The results for each predominant
use determination made under
§ 63.1310(h), for recovery operations
equipment assigned to an affected
source subject to this subpart.

(viii) For owners or operators of
Group 2 batch process vents
establishing a batch mass input
limitation as specified in § 63.1325(g),
the affected source’s operating year for
purposes of determining compliance
with the batch mass input limitation.

(ix) If any emission point is subject to
this subpart and to other standards as
specified in § 63.1311, and if the
provisions of § 63.1311 allow the owner
or operator to choose which testing,
monitoring, reporting, and
recordkeeping provisions will be
followed, then the Notification of
Compliance Status shall indicate which
rule’s requirements will be followed for
testing, monitoring, reporting, and
recordkeeping.

(x) An owner or operator who
transfers a Group 1 wastewater stream
or residual removed from a Group 1
wastewater stream for treatment
pursuant to § 63.132(g) shall include in
the Notification of Compliance Status
the name and location of the transferee
and a description of the Group 1
wastewater stream or residual sent to
the treatment facility.

(xi) An owner or operator complying
with paragraph (h)(1) of this section
shall notify the Administrator of the
election to comply with paragraph (h)(1)
of this section as part of the Notification
of Compliance Status or as part of the
appropriate Periodic Report as specified
in paragraph (e)(6)(ix) of this section.

(6) Periodic Reports. For existing and
new affected sources, the owner or
operator shall submit Periodic Reports
as specified in paragraphs (e)(6)(i)
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through (e)(6)(xi) of this section. In
addition, for equipment leaks subject to
§ 63.1331, the owner or operator shall
submit the information specified in
§ 63.182(d) under the conditions listed
in § 63.182(d), and for heat exchange
systems subject to § 63.1328, the owner
or operator shall submit the information
specified in § 63.104(f)(2) as part of the
Periodic Report required by this
paragraph (e)(6). Section 63.1334 shall
govern the use of monitoring data to
determine compliance for Group 1
emissions points and for Group 1 and
Group 2 emission points included in
emissions averages with the following
exception: As discussed in
§ 63.1314(a)(9), for storage vessels to
which the provisions of § 63.1334 do
not apply, as specified in the monitoring
plan required by § 63.120(d)(2), the
owner or operator is required to comply
with the requirements set out in the
monitoring plan, and monitoring
records may be used to determine
compliance.

(i) Except as specified in paragraphs
(e)(6)(xi) and (e)(6)(xii) of this section, a
report containing the information in
paragraph (e)(6)(ii) of this section or
containing the information in
paragraphs (e)(6)(iii) through (e)(6)(x) of
this section, as appropriate, shall be
submitted semiannually no later than 60
days after the end of each 6-month
period. The first report shall be
submitted no later than 240 days after
the date the Notification of Compliance
Status is due and shall cover the 6-
month period beginning on the date the
Notification of Compliance Status is
due.

(ii) If none of the compliance
exceptions specified in paragraphs
(e)(6)(iii) through (e)(6)(ix) of this
section occurred during the 6-month
period, the Periodic Report required by
paragraph (e)(6)(i) of this section shall
be a statement that there were no
compliance exceptions as described in
this paragraph for the 6-month period
covered by that report and no activities
specified in paragraphs (e)(6)(iii)
through (e)(6)(ix) of this section
occurred during the 6-month period
covered by that report.

(iii) * * *
(B) The daily average values or batch

cycle daily average values of monitored
parameters for both excused excursions,
as defined in § 63.1334(g), and
unexcused excursions, as defined in
§ 63.1334(f). For excursions caused by
lack of monitoring data, the start-time
and duration of periods when
monitoring data were not collected shall
be specified.

(C) [Reserved]

(D) The information in paragraphs
(e)(6)(iii)(D)(1) through (e)(6)(iii)(D)(4) of
this section, as applicable:
* * * * *

(2) Notification if a process change is
made such that the group status of any
emission point changes from Group 2 to
Group 1. The owner or operator is not
required to submit a notification of a
process change if that process change
caused the group status of an emission
point to change from Group 1 to Group
2. However, until the owner or operator
notifies the Administrator that the group
status of an emission point has changed
from Group 1 to Group 2, the owner or
operator is required to continue to
comply with the Group 1 requirements
for that emission point. This notification
may be submitted at any time.

(3) Notification if one or more
emission point(s) (other than equipment
leaks) or one or more TPPU is added to
an affected source. The owner or
operator shall submit the information
contained in paragraphs
(e)(6)(iii)(D)(3)(i) through
(e)(6)(iii)(D)(3)(ii) of this section:

(i) A description of the addition to the
affected source; and

(ii) Notification of the group status of
the additional emission point or all
emission points in the TPPU.

(4) For process wastewater streams
sent for treatment pursuant to
§ 63.132(g), reports of changes in the
identity of the treatment facility or
transferee.
* * * * *

(iv) For each batch process vent with
a batch mass input limitation, every
second Periodic Report shall include the
mass of HAP or material input to the
batch unit operation during the 12-
month period covered by the preceding
and current Periodic Reports, and a
statement of whether the batch process
vent was in or out of compliance with
the batch mass input limitation.

(v) * * *
(B) For additional tests performed for

the same kind of emission point using
the same method, results and any other
information, pertaining to the
performance test, that is requested on a
case-by-case basis by the Administrator
shall be submitted, but a complete test
report is not required.

(vi) Notification of a change in the
primary product of a TPPU, in
accordance with the provisions in
§ 63.1310(f). This includes a change in
primary product from one thermoplastic
product to either another thermoplastic
product or to a non-thermoplastic
product.

(vii) The results for each change made
to a predominant use determination

made under § 63.1310(g) for a storage
vessel that is assigned to an affected
source subject to this subpart after the
change. (viii) The Periodic Report shall
include the results for each change
made to a predominant use
determination made under § 63.1310(h)
for recovery operations equipment
assigned to an affected source subject to
this subpart after the change.

(ix) An owner or operator complying
with paragraph (h)(1) of this section
shall notify the Administrator of the
election to comply with paragraph (h)(1)
of this section as part of the Periodic
Report or as part of the Notification of
Compliance Status as specified in
paragraph (e)(5)(xi) of this section.

(x) An owner or operator electing not
to retain daily average or batch cycle
daily average values under paragraph
(h)(2) of this section shall notify the
Administrator as specified in paragraph
(h)(2)(i) of this section.

(xi) The owner or operator of an
affected source shall submit quarterly
reports for all emission points included
in an emissions average as specified in
paragraphs (e)(6)(xi)(A) through
(e)(6)(xi)(C) of this section.

(A) The quarterly reports shall be
submitted no later than 60 days after the
end of each quarter. The first report
shall be submitted with the Notification
of Compliance Status no later than 150
days after the compliance date.

(B) The quarterly reports shall include
the information specified in paragraphs
(e)(6)(xi)(B)(1) through (e)(6)(xi)(B)(7) of
this section for all emission points
included in an emissions average.

(1) The credits and debits calculated
each month during the quarter;

(2) A demonstration that debits
calculated for the quarter are not more
than 1.30 times the credits calculated
for the quarter, as required under
§ 63.1332(e)(4);

(3) The values of any inputs to the
debit and credit equations in
§ 63.1332(g) and (h) that change from
month to month during the quarter or
that have changed since the previous
quarter;

(4) Results of any performance tests
conducted during the reporting period
including one complete report for each
test method used for a particular kind of
emission point as described in
paragraph (e)(6)(v) of this section;

(5) Reports of daily average (or batch
cycle daily average) values of monitored
parameters for excursions as defined in
§ 63.1334(f);

(6) For excursions caused by lack of
monitoring data, the duration of periods
when monitoring data were not
collected shall be specified; and
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(7) Any other information the affected
source is required to report under the
operating permit or Emissions
Averaging Plan for the affected source.

(C) Every fourth quarterly report shall
include the following:

(1) A demonstration that annual
credits are greater than or equal to
annual debits as required by
§ 63.1332(e)(3); and

(2) A certification of compliance with
all the emissions averaging provisions
in § 63.1332.

(xii) The owner or operator of an
affected source shall submit quarterly
reports for particular emission points
and process sections not included in an
emissions average as specified in
paragraphs (e)(6)(xii)(A) through
(e)(6)(xii)(D) of this section.

(A) The owner or operator of an
affected source shall submit quarterly
reports for a period of 1 year for an
emission point or process section that is
not included in an emissions average if:

(1) A control or recovery device for a
particular emission point or process
section has more excursions, as defined
in § 63.1334(f), than the number of
excused excursions allowed under
§ 63.1334(g) for a semiannual reporting
period; or

(2) The Administrator requests that
the owner or operator submit quarterly
reports for the emission point or process
section.

(B) The quarterly reports shall include
all information specified in paragraphs
(e)(6)(iii) through (e)(6)(ix) of this
section applicable to the emission point
or process section for which quarterly
reporting is required under paragraph
(e)(6)(xii)(A) of this section. Information
applicable to other emission points
within the affected source shall be
submitted in the semiannual reports
required under paragraph (e)(6)(i) of this
section.

(C) Quarterly reports shall be
submitted no later than 60 days after the
end of each quarter.

(D) After quarterly reports have been
submitted for an emission point for 1
year without more excursions occurring
(during that year) than the number of
excused excursions allowed under
§ 63.1334(g), the owner or operator may
return to semiannual reporting for the
emission point or process section.

(7) Other reports. Other reports shall
be submitted as specified in paragraphs
(e)(7)(i) through (e)(7)(iv) of this section.
* * * * *

(ii) For owners or operators of affected
sources required to request approval for
a nominal control efficiency for use in
calculating credits for an emissions
average, the information specified in

§ 63.1332(i) shall be submitted as
specified in paragraph (e)(7)(ii)(A) or (B)
of this section, as appropriate.

(A) If use of a nominal control
efficiency is part of the initial Emissions
Averaging Plan described in paragraph
(e)(4)(ii) of this section, the information
in paragraph (e)(7)(ii) of this section
shall be submitted with the Emissions
Averaging Plan.

(B) If an owner or operator elects to
use a nominal control efficiency after
submittal of the initial Emissions
Averaging Plan as described in
paragraph (e)(4)(ii) of this section, the
information in paragraph (e)(7)(ii) of
this section shall be submitted at the
discretion of the owner or operator.

(iii) When the conditions of
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or
63.1310(f)(10)(iii) are met, reports of
changes to the primary product for a
TPPU or process unit as required by
§§ 63.1310(f)(3)(iii), 63.1310(f)(9), or
63.1310(f)(10)(iii)(C), respectively, shall
be submitted.

(iv) Owners or operators of TPPU or
emission points (other than equipment
leak components subject to § 63.1331)
that are subject to § 63.1310(i)(1) or (i)(2)
shall submit a report as specified in
paragraphs (e)(7)(iv)(A) and (B) of this
section.

(A) Reports shall include:
(1) A description of the process

change or addition, as appropriate;
(2) The planned start-up date and the

appropriate compliance date, according
to § 63.1310(i)(1) or (2); and

(3) Identification of the group status of
emission points (except equipment leak
components subject to § 63.1331)
specified in paragraphs (e)(7)(iv)(A)(3)(i)
through (e)(7)(iv)(A)(3)(iii) of this
section, as applicable.

(i) All the emission points in the
added TPPU as described in
§ 63.1310(i)(1).

(ii) All the emission points in an
affected source designated as a new
affected source under § 63.1310(i)(2)(i).

(iii) All the added or created emission
points as described in § 63.1310(i)(2)(ii)
or (i)(2)(iii).

(4) If the owner or operator wishes to
request approval to use alternative
monitoring parameters, alternative
continuous monitoring or
recordkeeping, alternative controls,
engineering assessment to estimate
emissions from a batch emissions
episode, or wishes to establish
parameter monitoring levels according
to the procedures contained in
§ 63.1334(c) or (d), a Precompliance
Report shall be submitted in accordance
with paragraph (e)(7)(iv)(B) of this
section.

(B) Reports shall be submitted as
specified in paragraphs (e)(7)(iv)(B)(1)
through (e)(7)(iv)(B)(3) of this section, as
appropriate.

(1) Owners or operators of an added
TPPU subject to § 63.1310(i)(1) shall
submit a report no later than 180 days
prior to the compliance date for the
TPPU.

(2) Owners or operators of an affected
source designated as a new affected
source under § 63.1310(i)(2)(i) shall
submit a report no later than 180 days
prior to the compliance date for the
affected source.

(3) Owners or operators of any
emission point (other than equipment
leak components subject to § 63.1331)
subject to § 63.1310(i)(2)(ii) or (i)(2)(iii)
shall submit a report no later than 180
days prior to the compliance date for
those emission points.

(8) Operating permit application. An
owner or operator who submits an
operating permit application instead of
an Emissions Averaging Plan or a
Precompliance Report shall include the
following information with the
operating permit application:

(i) The information specified in
paragraph (e)(4) of this section for
points included in an emissions
average; and

(ii) The information specified in
paragraph (e)(3) of this section,
Precompliance Report, as applicable.

(f) Alternative monitoring parameters.
The owner or operator who has been
directed by any section of this subpart
or any section of another subpart
referenced by this subpart, that
expressly referenced this paragraph (f)
to set unique monitoring parameters, or
who requests approval to monitor a
different parameter than those specified
in § 63.1314 for storage vessels,
§ 63.1315 or § 63.1317, as appropriate,
for continuous process vents, § 63.1321
for batch process vents and aggregate
batch vent streams, or § 63.1330 for
process wastewater shall submit the
information specified in paragraphs
(f)(1) through (f)(3) of this section in the
Precompliance Report, as required by
paragraph (e)(3) of this section. The
owner or operator shall retain for a
period of 5 years each record required
by paragraphs (f)(1) through (f)(3) of this
section.
* * * * *

(3) The required information shall
include a description of the proposed
monitoring, recordkeeping, and
reporting system, to include the
frequency and content of monitoring,
recordkeeping, and reporting. Further,
the rationale for the proposed
monitoring, recordkeeping, and
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reporting system shall be included if
either condition in paragraph (f)(3)(i) or
(f)(3)(ii) of this section is met:
* * * * *

(g) Alternative continuous monitoring
and recordkeeping. An owner or
operator choosing not to implement the
provisions listed in § 63.1315 or
§ 63.1317, as appropriate, for
continuous process vents, § 63.1321 for
batch process vents and aggregate batch
vent streams, or § 63.1330 for process
wastewater, may instead request
approval to use alternative continuous
monitoring and recordkeeping
provisions according to the procedures
specified in paragraphs (g)(1) through
(g)(4) of this section. Requests shall be
submitted in the Precompliance Report
as specified in paragraph (e)(3)(iv) of
this section, if not already included in
the operating permit application, and
shall contain the information specified
in paragraphs (g)(2)(ii) and (g)(3)(ii) of
this section, as applicable.
* * * * *

(3) An owner or operator may request
approval to use an automated data
compression recording system that does
not record monitored operating
parameter values at a set frequency, but
records all values that meet set criteria
for variation from previously recorded
values, in accordance with paragraphs
(g)(3)(i) and (g)(3)(ii) of this section.

(i) * * *
(A) Measure the operating parameter

value at least once during every 15
minute period;
* * * * *

(4) An owner or operator may request
approval to use other alternative
monitoring systems according to the
procedures specified in § 63.8(f)(4).

(h) Reduced recordkeeping program.
For any parameter with respect to any
item of equipment, the owner or
operator may implement the
recordkeeping requirements specified in
paragraph (h)(1) or (h)(2) of this section
as alternatives to the continuous
operating parameter monitoring and
recordkeeping provisions that would
otherwise apply under this subpart. The
owner or operator shall retain for a
period of 5 years each record required
by paragraph (h)(1) or (h)(2) of this

section, except as otherwise provided in
paragraph (h)(1)(vi)(D) of this section.

(1) The owner or operator may retain
only the daily average (or batch cycle
daily average) value, and is not required
to retain more frequent monitored
operating parameter values, for a
monitored parameter with respect to an
item of equipment, if the requirements
of paragraphs (h)(1)(i) through (h)(1)(vi)
of this section are met. An owner or
operator electing to comply with the
requirements of paragraph (h)(1) of this
section shall notify the Administrator in
the Notification of Compliance Status as
specified in paragraph (e)(5)(xi) of this
section or, if the Notification of
Compliance Status has already been
submitted, in the Periodic Report
immediately preceding implementation
of the requirements of paragraph (h)(1)
of this section as specified in paragraph
(e)(6)(ix) of this section.
* * * * *

(ii) * * *
(B) The running average is based on

at least six 1-hour average values; and
* * * * *

(iv) The monitoring system will alert
the owner or operator by an alarm or
other means, if the running average
parameter value calculated under
paragraph (h)(1)(ii) of this section
reaches a set point that is appropriately
related to the established limit for the
parameter that is being monitored.
* * * * *

(vi) The owner or operator shall retain
the records identified in paragraphs
(h)(1)(vi)(A) through (h)(1)(vi)(D) of this
section.
* * * * *

(B) A description of the applicable
monitoring system(s), and of how
compliance will be achieved with each
requirement of paragraphs (h)(1)(i)
through (h)(1)(v) of this section. The
description shall identify the location
and format (e.g., on-line storage, log
entries) for each required record. If the
description changes, the owner or
operator shall retain both the current
and the most recent superseded
description, as provided in paragraph
(a) of this section, except as provided in
paragraph (h)(1)(vi)(D) of this section.

(C) A description, and the date, of any
change to the monitoring system that
would reasonably be expected to impair
its ability to comply with the
requirements of paragraph (h)(1) of this
section.

(D) Owners and operators subject to
paragraph (h)(1)(vi)(B) of this section
shall retain the current description of
the monitoring system as long as the
description is current. The current
description shall, at all times, be
retained on-site or be accessible from a
central location by computer or other
means that provides access within 2
hours after a request. The owner or
operator shall retain all superseded
descriptions for at least 5 years after the
date of their creation. Superseded
descriptions shall be retained on-site (or
accessible from a central location by
computer or other means that provides
access within 2 hours after a request) for
at least 6 months after their creation.
Thereafter, superseded descriptions may
be stored off-site.

(2) * * *
(i) If the owner or operator elects not

to retain the daily average (or batch
cycle daily average) values, the owner or
operator shall notify the Administrator
in the next Periodic Report as specified
in paragraph (e)(6)(x) of this section.
The notification shall identify the
parameter and unit of equipment.
* * * * *

(iii) The owner or operator shall retain
the records specified in paragraphs
(h)(1)(i) through (h)(1)(iii) of this
section, for the duration specified in
paragraph (h) of this section. For any
calendar week, if compliance with
paragraphs (h)(1)(i) through (h)(1)(iv) of
this section does not result in retention
of a record of at least one occurrence or
measured parameter value, the owner or
operator shall record and retain at least
one parameter value during a period of
operation other than a start-up,
shutdown, or malfunction.
* * * * *

54. Revising Tables 1, 2, 6, 7, and 8,
and adding Table 9 to Subpart JJJ of Part
63, to read as follows:

TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ AFFECTED SOURCES

Reference Applies to
subpart JJJ Explanation

63.1(a)(1) ................................................ Yes ........................ § 63.1312 specifies definitions in addition to or that supersede definitions in
§ 63.2.

63.1(a)(2) ................................................ Yes.
63.1(a)(3) ................................................ Yes ........................ § 63.1311(g) through (l) and § 63.160(b) identify those standards which may

apply in addition to the requirements of subparts JJJ and H of this part, and
specify how compliance shall be achieved.
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ AFFECTED
SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.1(a)(4) ................................................ Yes ........................ Subpart JJJ (this table) specifies the applicability of each paragraph in subpart
A to subpart JJJ.

63.1(a)(5) ................................................ No .......................... [Reserved.]
63.1(a)(6)–63.1(a)(8) ............................... Yes.
63.1(a)(9) ................................................ No .......................... [Reserved.]
63.1(a)(10) .............................................. Yes.
63.1(a)(11) .............................................. Yes.
63.1(a)(12)–63.1(a)(14) ........................... Yes.
63.1(b)(1) ................................................ No .......................... § 63.1310(a) contains specific applicability criteria.
63.1(b)(2) ................................................ Yes.
63.1(b)(3) ................................................ No .......................... § 63.1310(b) provides documentation requirements for TPPUs not considered

affected sources.
63.1(c)(1) ................................................. Yes ........................ Subpart JJJ (this table) specifies the applicability of each paragraph in subpart

A to subpart JJJ.
63.1(c)(2) ................................................. No .......................... Area sources are not subject to subpart JJJ.
63.1(c)(3) ................................................. No .......................... [Reserved.]
63.1(c)(4) ................................................. Yes.
63.1(c)(5) ................................................. Yes ........................ Except that affected sources are not required to submit notifications that are

not required by subpart JJJ.
63.1(d) ..................................................... No .......................... [Reserved.]
63.1(e) ..................................................... Yes.
63.2 ......................................................... Yes ........................ § 63.1312 specifies those subpart A definitions that apply to subpart JJJ.
63.3 ......................................................... Yes.
63.4(a)(1)–63.4(a)(3) ............................... Yes.
63.4(a)(4) ................................................ No .......................... [Reserved.]
63.4(a)(5) ................................................ Yes.
63.4(b) ..................................................... Yes.
63.4(c) ..................................................... Yes.
63.5(a)(1) ................................................ Yes ........................ Except the terms ‘‘source’’ and ‘‘stationary source’’ should be interpreted as

having the same meaning as ‘‘affected source.’’
63.5(a)(2) ................................................ Yes.
63.5(b)(1) ................................................ Yes ........................ Except § 63.1310(i) defines when construction or reconstruction is subject to

new source standards.
63.5(b)(2) ................................................ No .......................... [Reserved.]
63.5(b)(3) ................................................ Yes.
63.5(b)(4) ................................................ Yes ........................ Except that the Initial Notification and § 63.9(b) requirements do not apply.
63.5(b)(5) ................................................ Yes.
63.5(b)(6) ................................................ Yes ........................ Except that § 63.1310(i) defines when construction or reconstruction is subject

to new source standards.
63.5(c) ..................................................... No .......................... [Reserved.]
63.5(d)(1)(i) ............................................. Yes ........................ Except that the references to the Initial Notification and § 63.9(b)(5) do not

apply.
63.5(d)(1)(ii) ............................................ Yes ........................ Except that § 63.5(d)(1)(ii)(H) does not apply.
63.5(d)(1)(iii) ............................................ No .......................... §§ 63.1335(e)(5) and 63.1331(a)(4) specify Notification of Compliance Status

requirements.
63.5(d)(2) ................................................ No.
63.5(d)(3) ................................................ Yes ........................ Except § 63.5(d)(3)(ii) does not apply, and equipment leaks subject to

§ 63.1331 are exempt.
63.5(d)(4) ................................................ Yes.
63.5(e) ..................................................... Yes.
63.5(f)(1) ................................................. Yes.
63.5(f)(2) ................................................. Yes ........................ Except that where § 63.9(b)(2) is referred to, the owner or operator need not

comply.
63.6(a) ..................................................... Yes.
63.6(b)(1) ................................................ No .......................... The dates specified in § 63.1311(b) apply, instead.
63.6(b)(2) ................................................ No.
63.6(b)(3) ................................................ No.
63.6(b)(4) ................................................ No.
63.6(b)(5) ................................................ No.
63.6(b)(6) ................................................ No .......................... [Reserved.]
63.6(b)(7) ................................................ No.
63.6(c)(1) ................................................. Yes ........................ Except that § 63.1311 specifies the compliance date.
63.6(c)(2) ................................................. No.
63.6(c)(3) ................................................. No .......................... [Reserved.]
63.6(c)(4) ................................................. No .......................... [Reserved.]
63.6(c)(5) ................................................. Yes.
63.6(d) ..................................................... No .......................... [Reserved.]
63.6(e) ..................................................... Yes ........................ Except as otherwise specified for individual paragraphs. Does not apply to

Group 2 emission points, unless they are included in an emissions average.a
63.6(e)(1)(i) ............................................. No .......................... This is addressed by § 63.1310(j)(4).
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ AFFECTED
SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.6(e)(1)(ii) ............................................ Yes.
63.6(e)(1)(iii) ............................................ Yes.
63.6(e)(2) ................................................ Yes.
63.6(e)(3)(i) ............................................. Yes ........................ For equipment leaks (subject to § 63.1331), the start-up, shutdown, and mal-

function plan requirement of § 63.6(e)(3)(i) is limited to control devices and is
optional for other equipment. The start-up, shutdown, malfunction plan may
include written procedures that identify conditions that justify a delay of re-
pair.

63.6(e)(3)(i)(A) ........................................ No .......................... This is addressed by § 63.1310(j)(4).
63.6(e)(3)(i)(B) ........................................ Yes ........................
63.6(e)(3)(i)(C) ........................................ Yes.
63.6(e)(3)(ii) ............................................ Yes ........................
63.3(e)(3)(iii) ............................................ No .......................... Recordkeeping and reporting are specified in § 63.1335(b)(1).
63.6(e)(3)(iv) ........................................... No .......................... Recordkeeping and reporting are specified in § 63.1335(b)(1).
63.6(e)(3)(v) ............................................ Yes.
63.6(e)(3)(vi) ........................................... Yes.
63.6(e)(3)(vii) ........................................... Yes.
63.6(e)(3)(vii) (A) ..................................... Yes.
63.6(e)(3)(vii) (B) ..................................... Yes ........................ Except the plan shall provide for operation in compliance with § 63.1310(j)(4).
63.6(e)(3)(vii) (C) .................................... Yes.
63.6(e)(3)(viii) .......................................... Yes.
63.6(f)(1) ................................................. Yes.
63.6(f)(2) ................................................. Yes ........................ Except § 63.7(c), as referred to in § 63.6(f)(2)(iii)(D), does not apply, and except

that § 63.6(f)(2)(ii) does not apply to equipment leaks subject to § 63.1331.
63.6(f)(3) ................................................. Yes.
63.6(g) ..................................................... Yes.
63.6(h) ..................................................... No .......................... Subpart JJJ does not require opacity and visible emission standards.
63.6(i)(1) .................................................. Yes.
63.6(i)(2) .................................................. Yes.
63.6(i)(3) .................................................. Yes.
63.6(i)(4)(i)(A) .......................................... Yes.
63.6(i)(4)(i)(B) .......................................... No .......................... Dates are specified in § 63.1311(e) and § 63.1335(e)(3)(i).
63.6(i)(4)(ii) .............................................. No.
63.6(i)(5)–(14) ......................................... Yes.
63.6(i)(15) ................................................ No .......................... [Reserved.]
63.6(i)(16) ................................................ Yes.
63.6(j) ...................................................... Yes.
63.7(a)(1) ................................................ Yes.
63.7(a)(2) ................................................ No .......................... § 63.1335(e)(5) specifies the submittal dates of performance test results for all

emission points except equipment leaks; for equipment leaks, compliance
demonstration results are reported in the Periodic Reports.

63.7(a)(3) ................................................ Yes.
63.7(b) ..................................................... No .......................... § 63.1333(a)(4) specifies notification requirements.
63.7(c) ..................................................... No.
63.7(d) ..................................................... Yes.
63.7(e)(1) ................................................ Yes ........................ Except that all performance tests shall be conducted at maximum representa-

tive operating conditions achievable at the time without disruption of oper-
ations or damage to equipment.

63.7(e)(2) ................................................ Yes.
63.7(e)(3) ................................................ No .......................... Subpart JJJ specifies requirements.
63.7(e)(4) ................................................ Yes.
63.7(f) ...................................................... Yes ........................ Except that § 63.144(b)(5)(iii)(A) and (B) shall apply for process wastewater.

Also, because a site specific test plan is not required, the notification dead-
line in § 63.7(f)(2)(i) shall be 60 days prior to the performance test, and in
§ 63.7(f)(3), approval or disapproval of the alternative test method shall not
be tied to the site specific test plan.

63.7(g) ..................................................... Yes ........................ Except that the requirements in § 63.1335(e)(5) shall apply instead of ref-
erences to the Notification of Compliance Status report in § 63.9(h). In addi-
tion, equipment leaks subject to § 63.1331 are not required to conduct per-
formance tests.

63.7(h) ..................................................... Yes ........................ Except § 63.7(h)(4)(ii) is not applicable, because the site-specific test plans in
§ 63.7(c)(2) are not required.

63.8(a)(1) ................................................ Yes.
63.8(a)(2) ................................................ No.
63.8(a)(3) ................................................ No .......................... [Reserved.]
63.8(a)(4) ................................................ Yes.
63.8(b)(1) ................................................ Yes.
63.8(b)(2) ................................................ No .......................... Subpart JJJ specifies locations to conduct monitoring.
63.8(b)(3) ................................................ Yes.
63.8(c)(1) ................................................. Yes.
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TABLE 1 TO SUBPART JJJ OF PART 63.—APPLICABILITY OF GENERAL PROVISIONS TO SUBPART JJJ AFFECTED
SOURCES—Continued

Reference Applies to
subpart JJJ Explanation

63.8(c)(1)(i) ............................................. Yes.
63.8(c)(1)(ii) ............................................. No .......................... For all emission points except equipment leaks, comply with

§ 63.1335(b)(1)(i)(B); for equipment leaks, comply with § 63.181(g)(2)(iii).
63.8(c)(1)(iii) ............................................ Yes.
63.8(c)(2) ................................................. Yes.
63.8(c)(3) ................................................. Yes.
63.8(c)(4) ................................................. No .......................... § 63.1334 specifies monitoring frequency; not applicable to equipment leaks be-

cause § 63.1331 does not require continuous monitoring systems.
63.8(c)(5)–63.8(c)(8) ............................... No.
63.8(d) ..................................................... No.
63.8(e) ..................................................... No.
63.8(f)(1)–63.8(f)(3) ................................. Yes.
63.8(f)(4)(i) .............................................. No .......................... Timeframe for submitting request is specified in § 63.1335(f) or (g); not applica-

ble to equipment leaks because § 63.1331 (through reference to subpart H)
specifies acceptable alternative methods.

63.8(f)(4)(ii) ............................................. No .......................... Contents of request are specified in § 63.1335(f) or (g).
63.8(f)(4)(iii) ............................................. No.
63.8(f)(5)(i) .............................................. Yes.
63.8(f)(5)(ii) ............................................. No.
63.8(f)(5)(iii) ............................................. Yes.
63.8(f)(6) ................................................. No .......................... Subpart JJJ does not require continuous emission monitors.
63.8(g) ..................................................... No .......................... Data reduction procedures specified in § 63.1335(d) and (h); not applicable to

equipment leaks.
63.9(a) ..................................................... Yes.
63.9(b) ..................................................... No .......................... Subpart JJJ does not require an initial notification.
63.9(c) ..................................................... Yes.
63.9(d) ..................................................... Yes.
63.9(e) ..................................................... No .......................... § 63.1333(a)(4) specifies notification deadline.
63.9(f) ...................................................... No .......................... Subpart JJJ does not require opacity and visible emission standards.
63.9(g) ..................................................... No.
63.9(h) ..................................................... No .......................... § 63.1335(e)(5) specifies Notification of Compliance Status requirements.
63.9(i) ...................................................... Yes.
63.9(j) ...................................................... No.
63.10(a) ................................................... Yes.
63.10(b)(1) .............................................. No .......................... § 63.1335(a) specifies record retention requirements.
63.10(b)(2) .............................................. No .......................... Subpart JJJ specifies recordkeeping requirements.
63.10(b)(3) .............................................. No .......................... § 63.1310(b) requires documentation of sources that are not affected sources.
63.10(c) ................................................... No .......................... § 63.1335 specifies recordkeeping requirements.
63.10(d)(1) .............................................. Yes.
63.10(d)(2) .............................................. No .......................... § 63.1335(e) specifies performance test reporting requirements; not applicable

to equipment leaks.
63.10(d)(3) .............................................. No .......................... Subpart JJJ does not require opacity and visible emission standards.
63.10(d)(4) .............................................. Yes.
63.10(d)(5)(i) ........................................... Yes ........................ Except that reports required by § 63.10(d)(5)(i) may be submitted at the same

time as Periodic Reports specified in § 63.1335(e)(6). The start-up, shutdown,
and malfunction plan, and any records or reports of start-up, shutdown, and
malfunction do not apply to Group 2 emission points unless they are included
in an emissions average.

63.10(d)(5)(ii) .......................................... No.
63.10(e) ................................................... No .......................... § 63.1335 specifies reporting requirements.
63.10(f) .................................................... Yes.
63.11 ....................................................... Yes ........................ Except that instead of § 63.11(b), § 63.1333(e) shall apply.
63.12 ....................................................... Yes ........................ Except that the authority of § 63.1332(i) and the authority of § 63.177 (for equip-

ment leaks) shall not be delegated to States.
63.13–63.15 ............................................ Yes.

a The plan and any records or reports of start-up, shutdown, and malfunction do not apply to Group 2 emission points unless they are included
in an emissions average.
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TABLE 2 TO SUBPART JJJ OF PART 63.—GROUP 1 STORAGE VESSELS AT EXISTING AFFECTED SOURCES

Vessel capacity
(cubic meters)

Vapor pres-
sure a

(kilopascals)

75≤capacity 151 ..................................................................................................................................................................................... ≥13.1
151≤capacity .......................................................................................................................................................................................... ≥5.2

a Maximum true vapor pressure of total organic HAP at storage temperature.

TABLE 6 TO SUBPART JJJ OF PART 63.—KNOWN ORGANIC HAP EMITTED FROM THE PRODUCTION OF THERMOPLASTIC
PRODUCTS

Thermoplastic product/
subcategory

Organic HAP/chemical name (CAS No.)

Acetaldehyde
(75–07–0)

Acrylonitrile
(107–13–1)

1,3 Butadiene
(106–99-0)

1,4-Dioxane
(123–91-1)

Ethylene Gly-
col (107–21-1)

Methanol (67–
56-1)

Styrene (100–
42-5)

ABS latex ..................... ✔ ✔ ✔
BS using a batch emul-

sion process ............. ✔ ✔ ✔
ABS using a batch sus-

pension process ....... ✔ ✔ ✔
ABS using a continuous

emulsion process ..... ✔ ✔ ✔
ABS using a continuous

mass process ........... ✔ ✔ ✔
ASA/AMSAN ................ ✔ ✔
EPS .............................. ✔
MABS ........................... ✔
BS ................................ ✔ ✔
Nitrile resin ................... ✔
PET using a batch di-

methyl terephthalate
process ..................... ✔ ✔ ✔ ✔

PET using a batch ter-
ephthalic acid proc-
ess ............................ ✔ ✔ ✔

PET using a continuous
dimethyl
terephthalate process ✔ ✔ ✔ ✔

PET using a continuous
terephthalic acid
process ..................... ✔ ✔ ✔

PET using a continuous
terephthalic acid high
viscosity multiple end
finisher process ........ ✔ ✔ ✔

Polystyrene resin using
a batch process ........ ✔

Polystyrene resin using
a continuous process ✔

SAN using a batch
process ..................... ✔ ✔

SAN using a contin-
uous process ............ ✔ ✔

CAS No. = Chemical Abstract Service Number.
ABS = Acrylonitrile butadiene styrene resin.
ASA/AMSAN = Acrylonitrile styrene resin/alpha methyl styrene acrylonitrile resin.
EPS = expandable polystyrene resin.
MABS = methyl methacrylate acrylonitrile butadiene styrene resin.
PET = poly(ethylene terephthalate) resin.
SAN = styrene acrylonitrile resin.
MBS = methyl methacrylate butadiene styrene resin.
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH VENT STREAMS—
MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS

Control device Parameters to be mon-
itored

Recordkeeping and reporting requirements for monitored param-
eters

Thermal incinerator ................................................ Firebox temperature a .... 1. Continuous records as specified in § 63.1326(e)(1).b
2. Record and report the average firebox temperature measured

during the performance test—NCS.c
3. Record the batch cycle daily average firebox temperature as

specified in § 63.1326(e)(2).
4. Report all batch cycle daily average temperatures that are

below the minimum operating value established in the NCS or
operating permit and all instances when monitoring data are
not collected—PR.d, e

Catalytic incinerator ............................................... Temperature upstream
and downstream of
the catalyst bed.

1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average upstream and downstream
temperatures and the average temperature difference across
the catalyst bed measured during the performance test—NCS.c

3. Record the batch cycle daily average upstream temperature
and temperature difference across catalyst bed as specified in
§ 63.1326(e)(2).

4. Report all batch cycle daily average upstream temperatures
that are below the minimum upstream value established in the
NCS or operating permit—PR.d, e

5. Report all batch cycle daily average temperature differences
across the catalyst bed that are below the minimum difference
established in the NCS or operating permit—PR.d,e

6. Report all instances when monitoring data are not collected.e
Boiler or Process Heater with a design heat input

capacity less than 44 megawatts and where the
batch process vents or aggregate batch vent
streams are not introduced with or used as the
primary fuel.

Firebox temperature a .... 1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average firebox temperature measured
during the performance test—NCSc

3. Record the batch cycle daily average firebox temperature as
specified in § 63.1326(e)(2).d

4. Report all batch cycle daily average temperatures that are
below the minimum operating value established in the NCS or
operating permit and all instances when monitoring data are
not collected—PR.d e

Flare ....................................................................... Presence of a flame at
the pilot light.

1. Hourly records of whether the monitor was continuously oper-
ating during batch emission episodes, or portions thereof, se-
lected for control and whether a flame was continuously
present at the pilot light during said periods.

2. Record and report the presence of a flame at the pilot light
over the full period of the compliance determination—NCS.c

3. Record the times and durations of all periods during batch
emission episodes, or portions thereof, selected for control
when all flames at the pilot light of a flare are absent or the
monitor is not operating.

4. Report the times and durations of all periods during batch
emission episodes, or portions thereof, selected for control
when all flames at the pilot light of a flare are absent—PR.d

Scrubber for halogenated batch process vents or
aggregate batch vent streams (Note: Controlled
by a combustion device other than a flare).

pH of scrubber effluent,
and.

1. Continuous records as specified in § 63.1326(e)(1). b

2. Record and report the average pH of the scrubber effluent
measured during the performance test—NCS.c

3. Record the batch cycle daily average pH of the scrubber efflu-
ent as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average pH values of the scrubber
effluent that are below the minimum operating value estab-
lished in the NCS or operating permit and all instances when
monitoring data are not collected—PR.d thnsp;e

Scrubber for halogenated batch process vents or
aggregate batch vent streams (Note: Controlled
by a combustion device other than a flare).

Scrubber liquid and gas
flow rates
[§ 63.1324(b)(4)(ii)].

1. Records as specified in § 63.1326(e)(1). b

2. Record and report the scrubber liquid/gas ratio averaged over
the full period of the performance test—NCS.c

3. Record the batch cycle daily average scrubber liquid/gas ratio
as specified in § 63.1326(e)(2).
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH VENT STREAMS—
MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS—Continued

Control device Parameters to be mon-
itored

Recordkeeping and reporting requirements for monitored param-
eters

4. Report all batch cycle daily average scrubber liquid/gas ratios
that are below the minimum value established in the NCS or
operating permit and all instances when monitoring data are
not collected—PR.d, e

Absorber f ............................................................... Exit temperature of the
absorbing liquid, and.

1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average exit temperature of the absorb-
ing liquid measured during the performance test—NCS.c

3. Record the batch cycle daily average exit temperature of the
absorbing liquid as specified in § 63.1326(e)(2) for each batch
cycle.

4. Report all the batch cycle daily average exit temperatures of
the absorbing liquid that are below the minimum operating
value established in the NCS or operating permit and all in-
stances when monitoring data are not collected—PR.d, e

Absorber f ............................................................... Exit specific gravity for
the absorbing liquid.

1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average exit specific gravity measured
during the performance test—NCS.c

3. Record the batch cycle daily average exit specific gravity as
specified in § 63.1326(e)(2).

4. Report all batch cycle daily average exit specific gravity values
that are below the minimum operating value established in the
NCS or operating permit and all instances when monitoring
data are not collected—PR.d, e

Condenser f ............................................................ Exit (product side) tem-
perature.

1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average exit temperature measured dur-
ing the performance test—NCS.c

3. Record the batch cycle daily average exit temperature as
specified in § 63.1326(e)(2).

4. Report all batch cycle daily average exit temperatures that are
above the maximum operating value established in the NCS or
operating permit and all instances when monitoring data are
not collected—PR.d, e

Carbon Adsorber f .................................................. Total regeneration
steam flow or nitrogen
flow, or pressure
(gauge or absolute)
during carbon bed re-
generation cycle(s),
and.

1. Record the total regeneration steam flow or nitrogen flow, or
pressure for each carbon bed regeneration cycle.

2. Record and report the total regeneration steam flow or nitrogen
flow, or pressure during each carbon bed regeneration cycle
measured during the performance test—NCS.c

3. Report all carbon bed regeneration cycles when the total re-
generation steam flow or nitrogen flow, or pressure is above
the maximum value established in the NCS or operating per-
mit—PR.d, e

Carbon Adsorber ................................................... Temperature of the car-
bon bed after regen-
eration and within 15
minutes of completing
any cooling cycle(s).

1. Record the temperature of the carbon bed after each regen-
eration and within 15 minutes of completing any cooling
cycle(s).

2. Record and report the temperature of the carbon bed after
each regeneration and within 15 minutes of completing any
cooling cycles(s) measured during the performance test—
NCS.c

3. Report all carbon bed regeneration cycles when the tempera-
ture of the carbon bed after regeneration, or within 15 minutes
of completing any cooling cycle(s), is above the maximum
value established in the NCS or operating permit—PR.d, e

All control devices .................................................. Diversion to the atmos-
phere from the control
device or.

1. Hourly records of whether the flow indicator was operating dur-
ing batch emission episodes, or portions thereof, selected for
control and whether a diversion was detected at any time dur-
ing said periods as specified in § 63.1326(e)(3).
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TABLE 7 OF SUBPART JJJ OF PART 63.—GROUP 1 BATCH PROCESS VENTS AND AGGREGATE BATCH VENT STREAMS—
MONITORING, RECORDKEEPING, AND REPORTING REQUIREMENTS—Continued

Control device Parameters to be mon-
itored

Recordkeeping and reporting requirements for monitored param-
eters

2. Record and report the times of all periods during batch emis-
sion episodes, or portions thereof, selected for control when
emissions are diverted through a bypass line or the flow indi-
cator is not operating—PR.d

All control devices .................................................. Monthly inspections of
sealed valves.

1. Records that monthly inspections were performed as specified
in § 63.1326(e)(4)(i).

2. Record and report all monthly inspections that show the valves
are in the diverting position or that a seal has been broken—
PR.d

Absorber, Condenser, and Carbon Adsorber (as
an alternative to the requirements previously
presented in this table).

Concentration level or
reading indicated by
an organic monitoring
device at the outlet of
the control device.

1. Continuous records as specified in § 63.1326(e)(1).b

2. Record and report the average batch vent concentration level
or reading measured during the performance test—NCS.c

3. Record the batch cycle daily average concentration level or
reading as specified in § 63.1326(e)(2).

4. Report all batch cycle daily average concentration levels or
readings that are above the maximum value established in the
NCS or operating permit and all instances when monitoring
data are not collected—PR.d, e

a Monitor may be installed in the firebox or in the ductwork immediately downstream of the firebox before any substantial heat exchange is en-
countered.

b ‘‘Continuous records’’; is defined in § 63.111.
c NCS = Notification of Compliance Status described in § 63.1335(e)(5).
d PR = Periodic Reports described in § 63.1335(e)(6).
e The periodic reports shall include the duration of periods when monitoring data are not collected as specified in § 63.1335(e)(6)(iii)(C).
f Alternatively, these devices may comply with the organic monitoring device provisions listed at the end of this table.

TABLE 8 TO SUBPART JJJ OF PART 63—OPERATING PARAMETERS FOR WHICH LEVELS ARE REQUIRED TO BE
ESTABLISHED FOR CONTINUOUS AND BATCH PROCESS VENTS AND AGGREGATE BATCH VENT STREAMS

Device Parameters to be monitored Established operating parameter(s)

Thermal incinerator ............................................ Firebox temperature ......................................... Minimum temperature.
Catalytic incinerator ............................................ Temperature upstream and downstream of

the catalyst bed.
Minimum upstream temperature; and min-

imum temperature difference across the
catalyst bed.

Boiler or process heater ..................................... Firebox temperature ......................................... Minimum temperature.
Scrubber for halogenated vents ......................... pH of scrubber effluent; and scrubber liquid

and gas flow rates [§ 63.1324(b)(4)(ii)].
Minimum pH; and minimum liquid/gas ratio.

Absorber ............................................................. Exit temperature of the absorbing liquid; and
exit specific gravity of the absorbing liquid.

Maximum temperature; and maximum specific
gravity.

Condenser .......................................................... Exit temperature ............................................... Maximum temperature.
Carbon adsorber ................................................ Total regeneration steam flow or nitrogen

flow, or pressure (gauge or absolute) a dur-
ing carbon bed regeneration cycle; and
temperature of the carbon bed after regen-
eration (and within 15 minutes of com-
pleting any cooling cycle(s)).

Maximum flow or pressure; and maximum
temperature.

Other devices (or as an alternate to the require-
ments previously presented in this table) b.

HAP concentration level or reading at outlet of
device.

Maximum HAP concentration or reading.

a 25 to 50 mm (absolute) is a common pressure level obtained by pressure swing absorbers.
b Concentration is measured instead of an operating parameter.

TABLE 9 OF SUBPART JJJ OF PART 63—ROUTINE REPORTS REQUIRED BY THIS SUBPART

Reference Description of report Due date

§ 63.1335(b) and Subpart A ............................... Refer to Table 1 and Subpart A ...................... Refer to Subpart A
63.1335(e)(3) ...................................................... Precompliance Report a ................................... Existing affected sources—12 months prior to

the compliance date. New affected
sources—with application for approval of
construction or reconstruction.

63.1335(e)(4) ...................................................... Emissions Averaging Plan ............................... 18 months prior to the compliance date.
63.1335(e)(4)(iv) ................................................. Updates to Emissions Averaging Plan ............ 120 days prior to making the change necessi-

tating the update.
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TABLE 9 OF SUBPART JJJ OF PART 63—ROUTINE REPORTS REQUIRED BY THIS SUBPART—Continued

Reference Description of report Due date

63.1335(e)(5) ...................................................... Notification of Compliance Status b ................. Within 150 days after the compliance date.
63.1335(e)(6) ...................................................... Periodic Reports .............................................. Semiannually, no later than 60 days after the

end of each 6-month period. See
§ 63.1335(e)(6)(i) for the due date for the
first report.

63.1335(e)(6)(xi) ................................................. Quarterly reports for Emissions Averaging ...... No later than 60 days after the end of each
quarter. First report is due with the Notifica-
tion of Compliance Status.

63.1335(e)(6)(xii) ................................................ Quarterly reports upon request of the Admin-
istrator.

No later than 60 days after the end of each
quarter.

63.1335(e)(7)(i) ................................................... Storage Vessels Notification of Inspection ...... At least 30 days prior to the refilling of each
storage vessel or the inspection of each
storage vessel.

63.1335(e)(7)(ii) .................................................. Requests for Approval of a Nominal Control
Efficiency for Use in Emissions Averaging.

Initial submittal is due with the Emissions
Averaging Plan specified in
§ 63.1335(e)(4)(ii); later submittals are
made at the discretion of the owner or op-
erator as specified in § 63.1335(e)(7)(ii) (B).

63.1335(e)(7)(iii) ................................................. Notification of Change in the Primary Product For Notification under § 63.1310(f)(3)(ii)—noti-
fication submittal date at the discretion of
the owner or operator.c

For Notification under § 63.1310(f)(4)(ii)—with-
in 6 months of making the determination.

a There may be two versions of this report due at different times; one for equipment subject to § 63.1331 and one for other emission points
subject to this subpart.

b There will be two versions of this report due at different times; one for equipment subject to § 63.1331 and one for other emission points sub-
ject to this subpart.

c Note that the TPPU remains subject to this subpart until the notification under § 63.1310(f)(3)(i) is made.

[FR Doc. 00–11418 Filed 6–16–00; 8:45 am]
BILLING CODE 6560–50–P
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